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Project Data

May 09, 2014
H+K Project No: 1408

Golden Eagle Little League Fields
ExpansionRestroom and Storage Building
City of Sparks
6200 Touchdown Drive
Sparks, Nevada 89436

Sheet IndexProject TeamAbbreviations

City of Sparks
431 Prater Way
Sparks, NV  89431
(775) 353-4083
(775) 353-1635 (fax)
Contact: Brian D. Cason, S.E., P.E.
Email: bcason@cityofsparks.us

Hyytinen Engineering
5458 Longley Lane, Suite B
Reno, NV  89511
(775) 826-3019
(775) 826-3076 (fax)
Contact: Chris Roper, SE
Email: CRoper@hyytinenenginering.com

Ainsworth Associates Mechanical Engineer
1420 Holcomb Avenue, Suite 201
Reno, NV  89502
(775) 329-9100
(775) 329-9105 (fax)
Contact: Roger Gravelle
Email: rgravelle@aa-me.com

JP Engineering
10597 Double R Blvd. #1
Reno, NV  89521
(775) 852-2337
(775) 852-2352 (fax)
Contact: James Solaro, PE
Email:  James@jpengnv.com

H+K Architects
5485 Reno Corporate Drive, Suite 100
Reno, NV 89511-2262
(775) 870-4877
(775) 332-6642 (fax)
Contact: Jeff Klippenstein, AIA
Email: jeff@hkarchitects.com

Owner:

Architect: Mechanical/Plumbing Engineer:

Structural Engineer:

Electrical Engineer:

The Contractor at all times shall keep the premises free from accumulation of waste
materials or rubbish caused by his operations. At the completion of the work he shall
remove all his waste materials and rubbish from and about the project as well as all
his tools, construction equipment, machinery, and surplus materials.

The Contractor shall be responsible for the location and/or protection of all existing
and proposed piping, utilities, structures, adjacent streets and improvements during
the period of construction.

Unless otherwise provided in the contract documents, the Contractor shall provide
and pay for all labor, materials, equipment, tools, construction equipment and
machinery, water, heat, utilities, transportation, and other facilities and services
necessary for the proper execution and completion of the work.

Where conflicts occur, coordinate the layout and exact location of all partitions,
doors, telephones, and electrical/communication outlets and switches with Architect
in the field before proceeding with construction.

Where conflict is encountered between the contract documents that will materially
affect the quality or extent of the work, such conflict shall be resolved to the
satisfaction of the Architect before the affected items and/or material are purchased,
fabricated and/or installed.

Where pre-manufactured or prefabricated items and/or materials are to be installed -
the Contractor shall verify rough or finished dimensions in the field prior to purchase
or fabrication.

The Contractor shall guarantee all work and materials to be free from defects for a
minimum of one year from date of final acceptance, and promptly remedy such
defects and any subsequent damage caused by the defects or repair thereof, at no
expense to the owner. Guarantee periods of greater than one year may be required
and contained within the contract documents.

Where any item and/or material is indicated in the contract documents, and not
necessarily detailed in each specific case, but is required for a complete and
professional installation - such item and/or material shall provided as if shown and
detailed in full.  Provide means to furnish and install.

Contractor is requested to visit the site as part of the pre-bid site visit to compare the
drawings and specifications with any work in place, and inform himself of all
conditions, including the work, if any, being performed. Failure to visit the site will in
no way relieve the Contractor from necessity of furnishing any materials or performing
any work in accordance with the drawings and specifications that may be required to
complete the work without additional cost to the owner.

Existing conditions including material sizes, configurations, and locations as shown
on  the drawings may not be an exact illustration of existing as-built conditions.  The
Contractor shall include in his bid the cost of furnishing, installing, modifying,
existing  and/or new materials (minor in nature) required for a complete and
professional installation that may be required by minor variations between existing
conditions as  shown, and actual as-built conditions.
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Adjustable
Aggregate
Alternate
Aluminum
Approximately
Architectural/Architect
Asphalt Concrete

Blk.
Blkg.
Bd.
B.O.
Bldg.
B.U.R.

Block
Blocking
Board
Bottom of
Building
Built up Roofing

C.I.
C.B.
Clg.
Ctr.
C.L.
Cer.
C.O.
C.W.
Col.
Conc.
Conn.
Const.
C.J.
Contin.
Contr.
Cu. Ft.

Cast Iron
Catch Basin
Ceiling
Center
Center Line
Ceramic
Cleanout
Cold Water
Column
Concrete
Connection
Construction
Construction Joint
Continuous
Contractor
Cubic Foot

Dept.
Det.
Dia.
Diff.
Dim.
Dbl.
DN
D.S.
Dwg.
D.F.

Department
Detail
Diameter
Diffuser
Dimension
Double
Down
Downspout
Drawing
Drinking Fountain

Etc.
E.W.C.
Elec.
Elev.
Emer.
Encl.
Eq.
Equip.
Exh.
Exp.
E.J.
Ext.

Etcetera
Electric Water Cooler
Electrical
Elevation
Emergency
Enclosure
Equal
Equipment
Exhaust
Expansion
Expansion Joint
Exterior

Fin.
F.G.
F.E.
F.E.C.
Fprf.
Fixt.
Flash.
Flr.
F.D.
F.L.
Ft.
Ftg.
Fdn.
FBO
Furr.
Fut.

Finish
Finish Grade
Fire Extinguisher
Fire Extinguisher Cabinet
Fireproof(ing)
Fixture
Flashing
Floor
Floor Drain
Flow Line
Foot
Footing
Foundation
Furnished by Others
Furring
Future

G.I.
Ga.
Gen.

Galvanized Iron
Gage
General

GLB
Gyp.

Glue-Laminated Beam
Gypsum

Ht.
H.C.
H.M.
Horiz.
H.B.
H.W.
Hr.

Height
Hollow Core
Hollow Metal
Horizontal
Hose Bibb
Hot Water
Hour

I.D.
Insul.
Int.

Inside Diameter
Insulation
Interior

Lav.
Lt.

Lavatory
Light

M.O.
Max.
Mech.
Memb.
Met.
Min.
Misc.

Mtd.

Masonry Opening
Maximum
Mechanical
Membrane
Metal
Minimum
Miscellaneous

Mounted

N.I.C.
N.T.S.
No.

Not in Contract
Not to Scale
Number

O.C.
O.D.

On Center
Outside Diameter

P. Lam.
Pl.
Plywd.
Pt.
Prefab.
Prop.

Plastic Laminate
Plate
Plywood
Point
Prefabricated
Property

Ref.
Reinf.
Req.
R.A.
Rev.
R.O.W.
R.D.
Rm.
R.O.

Reference
Reinforced
Required
Return Air
Revision
Right of Way
Roof Drain
Room
Rough Opening

Sect.
Sht.

Section
Sheet

Sim.
S.C.
Spec.
Sq.

St. Stl.
Std.
Stl.
Stg.
Struct.
Susp.
Sym.

Similar
Solid Core
Specification
Square

Stainless Steel
Standard
Steel
Storage
Structural
Suspended
Symmetrical

T.V.
T.&G.
T.C.
T.O.

Television
Tongue and Groove
Top of Curb (or Concrete)
Top of

U.N.O. Unless Noted Otherwise

W.C.
Wt.
W.F.
Wdw.
W/
W/O
Wd.

Water Closet
Weight
Wide Flange
Window
With
Without
Wood

O.H. Opposite Hand

MPH Miles per hour

PSF Pounds per square foot
PSI Pounds per square inch

SF Square foot
Alt.
Aggr.
Adj.

#

(e)
@
&

Pound or Number

Existing
At
And

Perpendicular

Arch.
Approx.
Alum.

A.C.

Bm. Beam

D.G. Decomposed Granite

Ea. Each

F.O. Face of

Galv. Galvanized

In. Inch(es)

Jt. Joint

Lab Laboratory

Mfr. Manufacturer

Nom. Nominal

Pr. Pair

Rad. Radius

Sched. Schedule

Tel. Telephone

Gl. Glass

Vert. Vertical
V.C.T. Vinyl Composition Tile

Yd. Yard

These general notes pertain to work described on all contract documents.

The contract documents consist of the owner-contractor agreement, the  conditions of the
contract (general, supplementary and other conditions), the  drawings, the specifications,
and all addenda issued prior to and all modifications issued after execution of the
contract.

The work comprises the completed construction required by the contract  documents and
includes all labor necessary to produce such construction, and all materials and
equipment incorporated or to be incorporated in such  construction.

Shop drawings, product data and samples are not a part of the contract  documents.  The
Architect will review them, but only for conformance with the design concept of the work
and with the information given in the  contract documents. The Contractor shall not be
relieved of responsibility for any deviation from the requirements of the contract
documents by the  Architect's review of shop drawings, product data or samples.

The Contractor shall carefully study and compare the contract documents  and shall at
once report to the Architect any error, inconsistency or  omission he may discover.  The
Contractor shall perform no portion of the  work at any time without contract documents or,
where required, approved  shop drawings, product data or samples for such portion of the
work.

All work is to conform with the contract documents. Drawings are NOT to be  scaled for
information.  If unable to locate dimensions for any item of work,  consult with the
Architect before proceeding with construction.

In the event certain features of the construction are not fully shown on the  contract
documents, then their construction shall be of the same character  as for similar conditions
that are shown or called for and shall be reviewed  by the Architect.

All work shall be performed within strict conformance to the minimum standards of the
current edition of the adopted building codes of the authority having jurisdiction and all
applicable national, state, and local laws, regulations, and ordinances.

The Contractor shall be responsible for the general safety during construction, and all work
shall conform to pertinentsafety regulations.

The Contractor shall coordinate locations of any and all mechanical,  telephone,
electrical, lighting and plumbing including all piping, ductwork and  conduit.  Coordinate
all required clearances for installation and maintenance  of the above equipment.

The Contractor shall supervise and direct the work, using his best skill and attention.  He
shall be solely responsible for all construction means, methods,  techniques, sequences
and procedures and for coordinating all portions of the work under the contract.

The Contractor shall be responsible for the acts and omissions of his  employees,
subcontractors, and their agents and employees, and other  persons performing any work
under a contract with the Contractor.

The Contractor shall pursue work in a continuous and diligent manner to ensure a  timely
completion of the project.
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Symbols Location Map

General
G001 Title Sheet
G101 Project Data
G102 Accessibilty Diagrams

Civil
C101 Civil Site/Utility Plan

Architectural
A101 Floor Plan
A201 Roof & Reflected Ceiling Plan
A301 Exterior Elevations
A401 Building Sections & Architectural Details
A501 Door Schedule Elevations and Details
A601 Door & Window Details
A701 Room Finish Schedule and Interior Elevations

Structural
S001 Project Data, Structural Cover Sheet, General Notes
S101 Typical Details
S102 Typical Details
S201 Foundation/Floor Plan Roof Framing Plan
S301 Details

Mechanical / Plumbing
MP001 Mechanical & Plumbing Fixtures, Equipment, and Notes
MP101 Mechanical & Plumbing Plans
MP601 Mechanical & Plumbing Details
TC101 Temperature Controls

Electrical
E001 Symbol List and Drawing Index
E002 Panel and Fixture Schedules, Single Line Diagram
E101 Electrical Site Plan
E201 Electrical Plans

W.J. Weakened Plane Joint

North

Sparks, NV

 1" = 60'-0"

1 Vicinity Map North

Design Criteria
Applicable Codes:

Building Code: 2012 International Building Codes (IBC)
Mechanical Code: 2012 Uniform Mechanical Code (UMC)
Plumbing Code: 2012 Uniform Plumbing Code (UPC)
Electrical Code: 2011 National Electrical Code (NEC)
Fire Code: 2012 International Fire Code, Vol. 1 (IFC)

State Fire Marshal, Nevada Department of Public Safety
Regulations

Accessibility Codes: 1994 Americans with Disabilities Act, Accessibility Guidelines
and 2003 ICC/ANSI 117.1

Energy Code: 2009 International Energy Conservation Code

Occupancy Group: U

Type of Construction: Type V-B

Floor Area:
First Floor: 768 Sq.Ft.

           __________________________________
Total: 768 Sq.Ft.

Allowable Area 1 story - 9,000 Sq. Ft.

Required Area and/or
Occupancy Separations:   None

Fire Sprinkler Requirements: No

Alarm Systems: None

No. Stories: 1

Height: 15'-11"

Insulation Requirements:
Roof/Ceiling: R-30
Walls: R-15
Foundation: R-7.5

LIVE LOADING
Roof 23 psf
Floor - Normal 30 psf

Wind 130 mph, (Risk Category II) Exposure C
Seismic Site Class D

DESIGN STRESSES
Soil Bearing: 2000 psf w/ 1/3 Increase for Wind and Seismic
Concrete: 3000 psi
Rebar: ASTM A615, Grade 60
Structural Steel ASTM A36
Lumber: Not Applicable
Masonry f'm = 1500 psi

Odyssey Engineering Incorporated
895 Roberta Lane, Suite 104
Reno, NV 89431
(775) 359-3303
(775) 359-3329 (fax)
Contact: Ryan T. Sims, P.E.
Email: ryan@odysseyreno.com

Civil:
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